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Assembled View

[
REV|DATE| DESCRIPTION [DWN[APVD|

00 £.010"

REVISIONS
141 4955-0003 | Check Valve, Adjustable
131 4951-0010 | Fitting, 1/4" T x 1/4" FNPT
121 114" Stainless Steel Tube
11 #6-32 x 3/8 PH Screw wi Ext. Star Washer|
10]3 49510033 | 1/8" NPT Plug
9 |1 A0190 5150-0096 | Chamber Assembly
8 |1 4954-0005 | Fitting, 1/4" T x 1/8" NPT
712 4954-0025 | Fitting, 3/8" T x 1/8" NPT
6 [ 1 4904-0015 | O-Ring, Viton (Filter Element)
5 | 1 | Mooso 49800007 |Filter Element, 2 Micron Ceramic
4 [ 1| Ao24g 3014-0047 | Heater Tube Assembly (Yellow)
3014-0048 | Heater Tube Assembly (Blue)
3 | 1| Vo234 5150-0115__ | Fiberglass Heater Blanket
2 |1 8001-0005 | Silicone Rubber, 3'0D x 1-5/8"ID x 1/8"Thk|
1 [ 1] Ats2 5209-0083 | Cap Assembly
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1/2" PIPE
MODEL 270S
STACK FILTER
A PROBE WITH
WITH 3/4"NPT 3/4"NPT MALE
FEMALE STACK FLANGE MOUNT
ADAPTER 150# RF
T~
NOTE:TO BE INSTALLED ONLY IN A CLASS I, DIVISION 2
HAZERDOUS LOCATION OR IN AN UNCLASSIFIED B — —
LOCATION . 270 SERIES STACKFILTER
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ACCESSORIES AND SPARE PARTS
FOR MODEL 270SF-FM HEATED STACK FILTER in
NEMA 4X ENCLOSURE

d
(¢ Lq UNIVERSAL >
Amnalyzers Inc.

5200 CONVAIR DR
CARSON CITY, NV 89706
PHONE: (775) 883-2500
FAX: (775) 883-6388

Level A, Consumable

Supplies:

2 ea. 4980-0007

2ea. 4904-0015

4904-2002

lea. 4904-0016

4904-2001

2 Micron Filter, Ceramic

Filter o-ring seal, Viton, #2-208
Filter o-ring seal, Kalrez, #2-208
Plug o-ring seal, Viton, #2-216

Plug o-ring seal, Kalrez, #2-216

Level B, Basic Spare Parts:

lea. 3014-0047
or

lea. 3014-0048
lea. 3103-0012
or

lea. 3103-0013

lea. 3103-0014

5150-0014
lea. 4955-0010
or
lea. 4955-0002
or
lea. 4955-0005
4956-0001
4956-0013
5110-0015

270SF-FM Spare Parts Rev E

Heater Assembly, (Yellow Leads)

Heater Assembly, (Blue Leads)

Low Temp. Switch, (Blue Leads)

Low Temp. Switch, (Yellow Leads)
Heater Temp. Switch

Cal Gas Check Valve, Adjustable Pressure
Solenoid Blow-back Valve, 24 VDC
Solenoid Blow-back Valve, 115 VAC
Solenoid Blow-back Valve, 230 VAC
Accumulator Sphere, Blow-back, Unheated
Heated Blow-Back Accumulator, Div. 2

Acid Blocker Assembly

Life
Expectancy,
Years
1/2
1/2
2

1/2

10
10
10
10
10
10

10






