











WIRING SCHEMATIC
(HEATED ENCLOSURE)
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BLOWBACK CONTROL , 1. Electrical Classification : Inside - General Purpose
INPUT VOE‘?’Xg(FE Nfrom e 24VDC P/N: 4955-0142 System is configureq at the factory for required voltage. Contact factory for
B G 115VAC P/N: 4955-0151 voltage change requirements.
V;LVE 2. AC Wiring shall be individual conductors of stranded tinned copper with 300V,
Type TFE Insulation. Minimum wire size shall be 18 AWG unless otherwise specified.
Color Code Shall be as follows: Hot - Black
Common - White
Ground - Green
3. DC Wiring shall be individual conductors of stranded tinned copper with 300V,
Type TFE insulation. Minimum wire size shall be 22 AWG unless otherwise specified.
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Item Qty Description UAI Part No. Carson ity Nevada 89706 USA REV] DATE | DESCRIPTION [owin[ APvD
-1 Model 271
BV1 1 Ball Va_lve 1" Full Port 4955-0089 P&ID AND WIRING SCHEMATIC ol ‘ SCALE ‘ SIZE ‘ SHEET
SV20 1 |Solenoid Valve 3-Way SS 150P.S.I. 4955-0142 PART NO. FOR DRAWN BY E Nossdman DRAWING NO.
SV20 1 | Solenoid Valve 3-Way SS 150P.S.| 4955-0151 NOT ISSUED ‘ INSTRUMENT APVDBY G Fvans PO751




Universal Analyzers Inc. 1701 Souts SUTRO TERRACE, CARSON CITY, NV 89706
TELEPHONE: (800) 993-9309 OR (775) 883-2500 FAX: (775) 883-6388

SPARE PARTS FOR MODEL 271 PROBE

1150-0034  Temperature Sensor, PT100 RTD 3-Wire

3014-0034  Heater Pad - 150Watt/ 120VAC

4955-0089  Ball Valve - Manual 1" Full Port 2-Way

4955-0098  Ball Valve - Air Op. 3-Way Spring Return

4955-0113  Solenoid Valve - 115VAC 3-Way S.S. 150 P.S.I. Max

5209-0163 Sintered Filter Probe - Removable 2-Mic S.S.
(X=30", Y=20" - See Drawing P0751 Sheet 2)

5209-0000  Sintered Filter Probe - Removable 2-Mic S.S.
(Customer Specified Length's - Drawing PO751 Sheet 2)

271 Spare Parts Rev C





