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Universal Analyzers Inc. 1701 South Sutro Terrace Carson City, NV 89706 
 Telephone (775) 883-2500 (800) 993-9309 
 Fax (775) 883-6388 

277S-FM Spare Parts Rev D 

 

SPARE PARTS RECOMMENDATIONS FOR 
MODEL 277S FM APPROVED HEATED STACK FILTER 

 

Level A, Consumable Parts: 2 Yr Req. 
4980-0007*   Filter, 2-Micron Ceramic 3” Lg. (Other Options Available)   8  
4904-0015 O-Ring, Viton 2-208, Filter Element         4       
4904-0016 O-Ring, Viton 2-216, Knob Assembly     2 
 

Level B, Basic Spare Parts: 
3014-0047 Heater Tube Assembly     
 or 
3014-0048 Heater Tube Assembly (Fail Safe) 
 
3103-0014 Temp. Switch Heater Control, Normally Closed Below 340ºF   1 
 
3103-0012 Low Temp. Switch, Normally Open Below 225ºF (Fail Safe) 
 or 
3103-0013 Low Temp. Switch, Normally Closed Below 225ºF 
 

Optional Parts: 
4955-0079 Blowback Valve, Air Operated    
4956-0001 Accumulator Sphere Blowback, Unheated 
5150-0014 Check Valve Calib. Gas, Adjustable Pressure 
5110-0015 Acid Blocker Assembly, Blowback 
 
 
* Commissioning Spare Part 




