











PharMed® Tubing

- Over 10,000 hours of tubing life

- Resists ozone and UV radiation

- Non-cytotoxic and non-hemolytic

- |deal for tissue and cell culture work
- Heat sealable and bondable

Norprene® Tubing

Norprene® Food Tubing

- Ideal for high-temperature food and beverage applications
- Similar characteristics as Norprene® tubing
- Meets FDA and NSF standards

Viton® Tubing
- Excellent chemical resistance
- Resists corrosives. solvents, and oils at elevated temperatures.

WHERE TO ORDER TUBING
W C/1° tubing ........................ 1305
W L/S° tubing .............1323-1327
W [/P® tubing .................1358-1359
W B/T® tubing ........................ 1383

- Up to 10,000 hours of tubing life

- Best choice for pressure/vacuum applications
- Resists heat, ozone, acids, and alkalies

- Heat sealable and bondable

- Nonaging, nonoxidizing

- Low gas permeability
- FDA formulation available

Continuous pressures UP 10 100 psi!
L/S® High-Pressure Pump System
See page 1339 for details and to order our L/S® high-pressure tubing.

See details below.

 Need FDA Viton® Tubing?

For chemical resistance &
FDA approval, we offer
FDA Viton® tubing.
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Advantages

Great for tissue and cell work—
nontoxic and non-hemalytic
Long service life minimizes risk
of fluid exposure; reduces tubing
costs and pump downtime,
Opaque to UV and visible light to
protect light-sensitive fluids.
Heat sealable, bondable,
and formable
Extremely low gas permeability

Best choice for vacuum/pressure
applications.
Dffers longest life with good
flow consistency.
Heat and ambient ozone resistant
Good resistance 1o acids/alkalies
Black color hides dirt and dust
Heat sealable, nonaging, and
nonoxidizing
High diglectric constant

Similar to Norprene® (06404)
but with FDA approval.

Excellent for food/dairy
applications

Longest life, good flow consistency

Heat and ozone resistant

Good resistance to acids/alkalies

Heat sealable, nonaging, and
nonoxidizing

High dielectric constant

Our most chemical resistant
tubing

Resistant to corrosives,
solvents, and oils at
elevated temperatures

Low gas permeability.

: PharMed*® Norprene*® Norprene” food .
Formulation (65) (A B0 G) (A 60 F) Viton*® FDA Viton®
Series number 06485 06404 06412 96412

Perfect for food and lab
applications where FDA
compliance is required

Good chemical resistance.

Resistant to corrosives.

High temperature properties,

Limitations

Potential leaching of USP mineral
oil or blend material

Potential leaching of USP
mineral oil or blend material

Potential leaching of USP
mineral oil or blend material

Limited pumping life

Limited pumping life

Application suitability:

Acids Good Good Good Excellent Excellent
Alkalies Good Good Good Excellent Excellent
Organic solvents Mot recommended Mot recommended Not recommended Variable—test before using Variable—test before using
Pressure Good Excallent Excellent Good Good
Vacuum Excellent Excellent Excellent Good Good
Viscous fluids Good Excellent Excellent Good Good
Sterile fluids Excellent Not recommended Good Fair Fair
Thermoplastic elastomer Thermoplastic elastomer Thermoplastic elastomer Thermal set rubber Thermal set rubber
Physical Polypropylene-based material Polypropylene-based material Polypropylene-based material Viton B (67% fluorine) Vitan B {67% fluorine)
characteristics and with USP mineral oil with USP mineral oil with USP mineral oil Firm (stiff) material Firm (stiff) material
composition Excellent tensile strength Excellent tensile strength Excellent tensile strength Opaque, black Opanue, black
Firm {stiff) material Firm (stiff) material Firm (stiff) material
Opague, beige Opague, black Opaque. beige
Temperature range -5910135°C =59 to 135°C -59 10 135°C -32 10 205°C =32 to 205°C
(~60 to 270°F) (—60 to 270°F) (-60 to 270°F) (~25 to 400°F) (=25 to 400°F)
Meels USP Class I
i FDA 21 CFR 177.2600 None N, Nons FDA21 CFR 177.2600
NSF-listed (Standard 51) “listed (Standard 51)
Gas permeability €0, 1200 COy 1200 C0,: 1200 C0;: 7610 79 €0, 7610 79
Hy: H H H ;
2 — - — 7= = 3 —
e T x 10710 | 0;:200 05 200 0,: 200 0, 131015 0 131015
{ : 9 Ny 80 Ny 80 N;: 80 Ny 4.3 Ny 43

Cleaning/sterilization

Sterilize with ethylene oxide
(ETO). autoclave or gamma
Irradiation up to 2.5 Mrad

Repeated autaciaving will not
affect overall life.

Sterilize by autoclave only,

Sterilize by autoclave,
Repeated autoclaving
will not atfect averall life.

Sterilization is not recommended.

Sterilize with circulating
hot air oven at 249°C (480°F)
for 16 hours.

In Canada, call Labcor (800)363-5900 www.labcor.com
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